





3 LED Module Strips i IT electronics

OVM12F3x7 "OPTEK Technology

A thirty (30) LED Module string can be linked & driven with 12Vpc as received out of the box. However, a maxi-
mum of 50 Blue/Green/White modules can be fitted into one serial string with 12Vpc. As many parallel strings that
the power unit can handle is acceptable as long as the number of max modules stated above are linked in each
serial string.

Modules can be secured onto a mounting surface with two screws. Modules are waterproof and can be used out-
doors — installer is responsible for waterproofing the connection to the power source. Installer is also responsible
for the use of an exterior approved power source for outdoor usage.

OPTEK reserves the right to make changes at any time in order to improve design and to supply the best product possible.
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3 LED Module Strips "OPTEK Technology

OVM12F3x7

Shipment Packaging:

Tray A

Carton B

Label

Carton C

Notes:
(1) Tray A packing quantity is 2 strips of 30 modules each
(2) Carton C contains 10 carton Bs and carton B contains 1 tray A

OPTEK reserves the right to make changes at any time in order to improve design and to supply the best product possible.

Issue A 09/08 OPTEK Technology Inc. — 1645 Wallace Drive, Carrollton, Texas 75006
Page 4 of 4 Phone: (972) 323-2200 or (800) 341-4747 FAX: (972) 323-2396 visibleLED@optekinc.com www.optekinc.com





